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pre-arranged group is added by an inviting group member
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1
GROUP COMMUNICATION

FIELD OF THE INVENTION

The present invention relates to group communication in
communication systems.

BACKGROUND ART

The following description of background art may include
insights, discoveries, understandings or disclosures, or asso-
ciations together with disclosures not known to the relevant
art prior to the present invention but provided by the inven-
tion. Some such contributions of the invention may be spe-
cifically pointed out below, whereas other such contributions
of the invention will be apparent from their context.

One special feature offered in mobile communication sys-
tems is group communication. The term “group”, as used
herein, refers to any logical group of two or more users
intended to participate in the same group communication.
Examples of group communication include a conference call
and a group call, which is a call in which one or more partici-
pants may take turns to speak and to listen to each other.

Conventionally, conference calls between three or more
participants established such that each participant calls to a
bridge, have been available in public switched communica-
tion systems. On the other hand, group communication in
which one participant calls to the group and the others are
called to has been available only in trunked mobile commu-
nication systems, such as Professional Mobile Radio or Pri-
vate Mobile Radio (PMR) systems, such as TETRA (Terres-
trial Trunked Radio), which are special radio systems
primarily intended for professional and governmental users.
Thanks to the evolvement of communication technology, par-
ticularly IP-based communication technology, and end user
terminals, more enhanced group communication services are
now available also in public mobile communication systems.
An example of such a service is Push-to-talk over Cellular
(PoC), which allows user voice communications to be shared
with a single recipient (1-to-1) or between groups of recipi-
ents, as in a group chat session (1-to-many) over mobile
networks. The PoC service is implemented such that a PoC
server, or a server system, receives voice from one participant
in the conversation and sends it to other participants in the
session.

The main group types are a pre-arranged group, an ad hoc
group or a chat group; other group types are subtypes of the
above. A pre-arranged group, sometimes called a pre-defined
group, is a group having predefined characteristics and group
members, and a server hosting the group invites other group
members when a first member joins a group session, i.e.
sends, using a URI (uniform resource identifier) of the pre-
arranged group, to a server hosting the pre-arranged group, an
invitation to the group or a request to establish a session with
the group. A chat group differs from the pre-arranged group in
such a respect that each member individually joins and leaves
the group session, and thereby the server hosting the chat
group does not invite other members to join. When a member
joins a chat room, he/she sends an invitation to a URI of the
chat group. An ad hoc group is a group whose intended
participants are selected by a group creator, who sends to a
server providing ad-hoc services, indications of participants
in a request to establish an ad hoc group session. The request
is sent using an URI of the server, or a corresponding service
in the server, and the server invites the participants who were
indicated in the request to join the session. The ad hoc group
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does not necessarily have predefined characteristics; they
may be negotiated during the group establishment.

SUMMARY

The invention relates to a method, a terminal, a server, a
system and a signalling message that are defined in the inde-
pendent claims. Preferred embodiments of the invention are
disclosed in the dependent claims.

In a general aspect, implementations may include using a
new parameter in an invitation, or in a request to establish a
group communication, sent by a first member joining a group
session, the parameter indicating that this invitation is not
targeted to the whole group, and in response to the indication,
the server hosting the group, or otherwise taking care of
sending invitations, does not trigger sending invitations to all
group members, but invites a specifically defined group of
participants.

BRIEF DESCRIPTION OF THE DRAWINGS

In the following, embodiments will be described in greater
detail with reference to accompanying drawings, in which

FIG. 1 illustrates an example of a general architecture of a
communication system providing a group communication
service;

FIGS. 2 to 5 are flowcharts illustrating different embodi-
ments of a user terminal; and

FIGS. 6 to 9 are flowcharts illustrating different embodi-
ments of a server; and

FIG. 10 illustrates signalling according to an embodiment.

DETAILED DESCRIPTION OF SOME
EMBODIMENTS

The following embodiments are exemplary. Although the
specification may refer to “an”, “one”, or “some” embodi-
ment(s) in several locations, this does not necessarily mean
that each such reference is to the same embodiment(s), or that
the feature only applies to a single embodiment. Single fea-
tures of different embodiments may also be combined to
provide other embodiments.

The present invention is applicable to any user terminal,
server, corresponding component, and/or to any communica-
tion system or any combination of different communication
systems that support group communication with pre-ar-
ranged groups. The communication system may be a fixed
communication system or a wireless communication system
or a communication system utilizing both fixed networks and
wireless networks. The protocols used, the specifications of
communication systems, servers and user terminals, espe-
cially in wireless communication, develop rapidly. Such
development may require extra changes to an embodiment.
Therefore, all words and expressions should be interpreted
broadly and they are intended to illustrate, not to restrict, the
embodiment.

The term “pre-arranged group” herein covers all groups
having at least predefined group members, who can be invited
to join a group communication, below also called a session.
The term “group communication” herein covers all commu-
nication, including any kind of conferencing and confer-
ences, said communication involving use of an entity, such as
a server, that maintains information on participants of the
communication. Such group communication may include
data calls, audio calls, video calls, multimedia calls, messag-
ing, electronic mail, etc. and it may be one-to-one communi-
cation within a group or one-to-many communication, or



US 9,154,924 B2

3

many-to-many, or many-to-one communication. Examples of
service applications providing such group communication
include PoC, conferencing, and different messaging applica-
tions.

In the following, different embodiments will be described
using, as an example of a system architecture whereto the
embodiments may be applied, an architecture based on SIP
providing a tool to build a multimedia architecture and utiliz-
ing XDM (XML Document Management) without restricting
the embodiment to such an architecture, however. SIP is an
Internet Engineering Task Force (IETF) defined application-
layer control (signaling) protocol for creating, moditying,
and terminating sessions with one or more participants. Open
Mobile Alliance (OMA) has defined XDM as a generic
framework for group and list management based on XCAP
protocol (XML Configuration Access Protocol). IETF speci-
fications and Internet Drafts can be found at http://www.
ieff.org, and OMA specifications at http://www.openmo-
bilealliance.org.

A general architecture of a communication system provid-
ing a group communication service utilizing SIP and XCAP
is illustrated in FIG. 1. FIG. 1 is a simplified system architec-
ture only showing some elements and functional entities, all
being logical units whose implementation may differ from
that being shown. The connections shown in FIG. 1 are logi-
cal connections; the actual physical connections may be dif-
ferent. It is apparent to a person skilled in the art that the
systems also comprise other functions, interfaces, and struc-
tures. It should be appreciated that the functions, interfaces,
structures, elements and protocols used in or for group com-
munication are irrelevant to the actual invention. Therefore,
they need not be discussed in more detail herein.

The communication system 1 comprises a user terminal
(UT) 1-2, such as a mobile station, which is connectable to
other apparatuses, such as an aggregation proxy 1-3, an appli-
cation server 1-4, and to an IP Multimedia Subsystem (IMS)
1-5, and via them to an application XML Document Manage-
ment Server (XDMS) 1-6, and a shared XDMS 1-7.

FIG. 1 illustrates a simplified block diagram of an appara-
tus 1-2 configured as a user terminal according to an embodi-
ment of the invention and which is called a user terminal. The
user terminal 1-2 comprises one or more application client
units (client) 1-21 according to an embodiment of the inven-
tion, called an application client below, one or more docu-
ment management client units (XDMC) 1-22, memory
(mem) 1-23, a receiver (Rx) 1-24 for receiving and a trans-
mitter (Tx) 1-25 for sending communications (messages), a
user interface (UI) 1-26 for receiving user instructions,
including selections etc., and for providing information to a
user, and one or more operation processors 1-27 for process-
ing one or more application clients and document manage-
ment clients, for processing and controlling receiving and
sending communications, for processing and controlling
receiving user instructions and proving information to a user
via the user interface 1-26 and for controlling use of the
memory. It is apparent to a person skilled in the art that the
user terminal may comprise other components, entities, func-
tions and structures that need not be described in detail herein.

As functional entities, the user terminal 1-2 contains an
application client 1-21 with which the service provided by the
application is accessed, and an XML Document Management
Client (XDMC) 1-22 with which XML documents, or an
element/elements within an XML document, may be created,
deleted, modified and retrieved, for example. The user termi-
nal 1-2, or more specifically, the application client 1-21,
allows, among other things, application session initiations
and provides access to different group lists and contact lists.
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The application client according to an embodiment or the user
terminal in which the application client resides may be con-
figured to, as illustrated in FIGS. 2 to 5, add a parameter
indicating that this invitation requesting establishment of a
group communication relating to a pre-arranged group is not
targeted to the whole group when joining a group and,
depending on the embodiment, either to send to a server
hosting the group instruction to invite a specifically defined
group of participants, for example, only some of the mem-
bers, or to send invitations to the specifically defined group of
participants. Below, the invitation requesting establishment
of'a group communication relating to a pre-arranged group is
called, for the sake of simplicity, an invitation request. The
application client according to an embodiment 1-21 may be
shipped with the user terminal, or it may be a downloadable
plug-in to the user terminal, otherwise later added to the user
terminal, or an application client in the user terminal may be
modified to be an application client according to an embodi-
ment.

In other words, the user terminals and/or other correspond-
ing devices or apparatuses implementing the functionality of
an embodiment comprise not only prior art means, such as
sending means and receiving means, but also means for invit-
ing a specifically defined group of participants in a group
communication in a manner to be described below, said
means comprising at least means for adding to an invitation
request a parameter indicating that the invitation request is
not intended for all members of the group. More precisely,
they comprise means for implementing an embodiment and
they may comprise separate means for each step, or means
may be configured to perform two or more steps. Present user
terminals comprise processors and memory that can be uti-
lized in the functions according to an embodiment. For
example, the application client may be a software application,
oramodule, or a unit configured as arithmetic operation, or as
aprogram, executed by an operation processor. All modifica-
tions and configurations required for implementing an
embodiment may be performed as routines, which may be
implemented as added or updated software routines, applica-
tion circuits (ASIC) and/or programmable circuits. Software
routines, also called program products, including applets and
macros, can be stored in any device-readable data storage
medium and they include program instructions to perform
particular tasks. Software routines may be downloaded into a
device (user terminal). The user terminal, corresponding user
terminal component and/or another corresponding device
may be configured as a computer including at least a memory
for providing storage area used for arithmetic operation and
an operation processor for executing the arithmetic operation.
An example of the operation processor includes a central
processing unit. The memory may be removable memory
detachably connected to the user terminal.

The aggregation proxy 1-3, application XDMS 1-6 and
shared XDMS 1-7 are XDM functional entities. XDM defines
a common mechanism that makes user-specific service-re-
lated information, such as group definitions, accessible to
different applications (service enablers) and clients residing
in a user terminal, and enables creation, modification,
retrieval and deletion of such information. The information,
more precisely, XML documents, are stored in XDMSs. The
application XDMS 1-6 is an application-specific server, i.e. it
serves one or more application servers, each for the same
particular application, whereas the shared XDMS 1-7 serves
application servers for different applications in the system
and contains generic group and list management data. The
aggregation proxy 1-3 routes an individual XCAP request
from the XDMC to the correct XDMS.
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The application server 1-4 provides group communication
service according to an application. The application provid-
ing the group communication service may be PoC, messag-
ing, or conferencing, for example. PoC specification is cur-
rently being developed by a PoC working group under OMA.
More detailed information on the PoC can be found via the
above-mentioned Internet pages of OMA. SIMPLE, defined
by IETF, provides instant messaging (IM) service. OMA also
defines an IM (Instant Messaging) enabler based on SIP/
SIMPLE protocols. Thus, the application server 1-4 may be,
for example, a PoC server, an instant messaging server, or a
conference server that supports pre-arranged groups. Since
the application XDMS 1-6 serves a single application, the
application XDMS 1-6 may be, for example, a PoC XDMS or
instant messaging XDMS. When the application is, for
example, PoC, contact lists may be stored in the shared
XDMS 1-7 and/or in the PoC XDMS, i.e. application XDMS
1-6, which contains PoC group documents. A PoC group
document providing a member list for a PoC group session,
and other predefined features, such as supported communi-
cation modes for the group, access policies for the group, and
supported media types, for example, is thus accessible to a
user terminal 1-2 and to a PoC server, i.e. the application
server 1-4, and they can utilize the document when establish-
ing a group session.

FIG. 1 illustrates a simplified block diagram of an appara-
tus 1-4 configured as an application server according to an
embodiment of the invention, which is called an application
server. The application server 1-4 comprises one or more
pre-arranged host units (host) 1-41 according to an embodi-
ment of the invention, called a pre-arranged host below,
memory (mem) 1-42, areceiver (Rx) 1-43 for receiving and a
transmitter (Tx) 1-44 for sending communications (mes-
sages) and one or more operation processors 1-45 for pro-
cessing one or more pre-arranged hosts, for processing and
controlling receiving and sending communications and for
controlling the use of the memory. It is apparent to a person
skilled in the art that the server may comprise other compo-
nents, entities, functions and structures that need not be
described in detail herein.

An application server 1-4, below called a server, or more
specifically, the pre-arranged host 1-41, allows, among other
things, application session initiations and group member invi-
tations. The pre-arranged host according to an embodiment or
the server in which the pre-arranged host resides may be
configured not to trigger inviting all group members in
response to a corresponding parameter in an invitation
request but to invite and/or allow invitations of a specifically
defined group of participants instead of the whole pre-ar-
ranged group, as illustrated in FIGS. 6 to 9. The pre-arranged
host 1-41 according to an embodiment may be shipped with a
server, or it may be a downloadable plug-in to the server,
otherwise later added to the server, or a pre-arranged host in
the server may be modified to be a pre-arranged host accord-
ing to an embodiment.

In other words, an apparatus configured to be a server or a
corresponding server component and/or another correspond-
ing device implementing the functionality of an embodiment
comprises not only prior art means, such as sending means
and receiving means, but also means for detecting a parameter
in an invitation request, the parameter indicating that the
invitation request is targeted to a specifically defined group,
and means for inactivating inviting means in response to the
parameter, the inviting means triggering inviting all group
members. More precisely, they comprise means for imple-
menting an embodiment and they may comprise separate
means for each step, or means may be configured to perform
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two or more steps. Present servers, corresponding server
components and/or other corresponding devices comprise
processors and memory that can be utilized in the functions
according to an embodiment. For example, the pre-arranged
host may be a software application, or a module, or a unit
configured as arithmetic operation, or as a program, executed
by the operation processor. All modifications and configura-
tions required for implementing an embodiment may be per-
formed as routines, which may be implemented as added or
updated software routines, application circuits (ASIC) and/or
programmable circuits. Software routines, also called pro-
gram products, including applets and macros, can be stored in
any device-readable data storage medium and they include
program instructions to perform particular tasks. Software
routines may be downloaded into a device (server). The
server, a corresponding server component and/or another cor-
responding device may be configured as a computer including
at least a memory for providing storage area used for arith-
metic operation and an operation processor for executing the
arithmetic operation. An example of the operation processor
includes a central processing unit.

In the following, different embodiments are described
using “no-expl” as an example of the parameter without
restricting the invention thereto. It is obvious to one skilled in
the art that the parameter may be in any format and have any
name and may be located anywhere in the invitation request
e.g. in an existing or new header or header field, in a message
body, in an existing or new header or URI parameter, orin any
other existing or new parameter or information element of the
request. Further, the parameter may be a new session type
value, for example “no-explode”, which may be combined
with a “pre-arranged” session type value, to form a new
session type, for example “pre-arranged-no-explode”. In this
context, a subscriber who is specifically to be invited to
defined group communication is called a participant. A par-
ticipant may thus refer to an originator who is inviting others
to join the group and/or to the invited subscribers. However,
the originator does not necessarily need to be a participant.
For example, group communication may be originated by an
application that does not participate in the actual group com-
munication. In other words, the number of participants may
be zero, one, two, three, etc. How the participants are given
bears no significance to the invention and therefore it is not
described in detail herein since there are several alternatives
considered as commonly known to persons skilled in the art.
Further, future alternatives may be used with the embodi-
ments.

Another assumption made here is that URIs (uniform
resource identifiers) are used as identifiers, without restrict-
ing the embodiment to such a solution.

A further assumption made below is that group communi-
cation, or a conference, is every time hosted by a server
hosting the group, without restricting the embodiment to such
a solution. For example, the server hosting the group or
receiving the invitation may delegate the hosting of a group
session to another server. However, the same server every
time hosting group communication of a group, even among
specifically defined subgroups of the group, facilitates charg-
ing, control and other functionalities.

In the following, only the invitation phase is described
since the continuation, i.e. how participants answer to invita-
tions and how the session establishment and/or group com-
munication continues, bears no significance to the invention
and is therefore not described herein.

FIGS. 2 to 5 illustrate different embodiments of a user
terminal, or more precisely, different embodiments of a client
in a user terminal. However, for the sake of clarity, the term
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“user terminal” is used in the following. In the embodiments
illustrated in FIGS. 2 to 4, a pre-arranged group session is
established in sub-phases: establishing a session with a server
and inviting participants.

FIG. 2 starts when a user of a user terminal wishes to have,
either immediately or after a while, group communication
using the characteristics of a pre-arranged group X, but
among a specifically defined group of participants. In the
embodiment illustrated in FIG. 2, the specifically defined
group of participants is a subgroup of members of group X.
However, as will be discussed below, the specifically defined
group may also comprise subscribers who are not members of
the pre-arranged group. The user terminal sends, in step 201,
an invitation request to join the group X to the server hosting
the group X, the invitation request containing the parameter
“no-expl” and having as its target address a URI of the group
X. The invitation request may be a SIP INVITE. Then the user
terminal may negotiate, in step 202, media parameters, etc.
within the group definitions of the group X with the server,
not described in detail herein. After the negotiations are over,
the user terminal has a group communication, i.e. pre-ar-
ranged session, with the server.

When the user wishes to start group communication with
certain group members of group X, the user may give user
terminal information on the intended participants to the group
communication, hereinafter called as participant indication.
The participant indication can be given explicitly, or selected
from/as a list stored in the user terminal, in a server or in a
separate database accessible for the purpose. In the user ter-
minal the list may be stored, for example, in a fixed memory
module or in a removably attached memory module (for
example, UMTS subscriber identity module (USIM), IM ser-
vices identity module (ISIM), UMTS IC card (UICC), or
subscriber identity module (SIM)). For example, the user
with the user terminal may retrieve a list of the members of the
group X from a server storing group member list information,
and use a user interface, such as a screen and a keypad, to pick
the participants. The user may perform the selection when
triggering the establishment of the pre-arranged session, or at
a later stage. The participant indication may be any kind of
combination from the list(s) given by the user and/or of list(s)
stored in the user terminal(s), in one or more USIM/ISIM/
UICC/SIM, in any server(s), in any database(s) or the like, or
given/stored by other means.

In response to receiving the information on participants, or
if the information is given prior to the establishment of the
pre-arranged session, in response to the establishment of the
pre-arranged session, the user terminal invites subgroup
members by sending, in step 203, the participant indication to
the server so that the participants can be invited to the group
communication by the server. The participant indication may
be sent in SIP REFER message, in a Refer-To header, orin the
message body, for example.

Referring to FIG. 3, the embodiment illustrated herein
differs from the embodiment illustrated in FIG. 2 in the way
in which the participants are invited. Therefore, steps 301 and
302 for forming the pre-arranged session are similar to steps
201 and 202 and are thus not repeated here in vain. In the
embodiment illustrated in FIG. 3, the user terminal sends, in
step 303, invitations to participants, i.e. an invitation to each
participant specifically defined to be included in the group
communication, said invitation containing a reference to the
pre-arranged group session. Such an invitation sent to each
participant may be for example a SIP REFER request includ-
ing the URI of the pre-arranged group session in Refer-To
header.
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FIG. 4 illustrates an embodiment which comprises a fur-
ther alternative as to how to invite participants after the pre-
arranged session has been established. In other words, steps
401 and 402 in FIG. 4 for forming the pre-arranged session
are similar to steps 201 and 202 and are thus not repeated
herein in vain. In the embodiment of FIG. 4, a user terminal
sends, in step 403, a participant indication indicating one or
more participant(s) to the server, so that the participant(s) can
be invited to the group communication by the server. The
participant indication may be sent in a SIP REFER message,
in Refer-To header or in the message body, for example. The
user terminal keeps sending of participant indications until all
participants have been sent an invitation.

In a further embodiment, the user terminal uses the
embodiment of FIG. 2 at the beginning and the embodiment
of FIG. 4 when the user wishes to add a further participant or
participants to the group communication.

FIG. 5 illustrates an embodiment in which a session is
established and participants are invited in one phase, i.e.
without pre-establishing a session for group communication
of a specifically defined group of participants. FIG. 5 starts
when a user of the user terminal wishes to have group com-
munication with a specifically defined group using the char-
acteristics of a pre-arranged group X. The user terminal
sends, in step 501, an invitation request to join the group X to
the server hosting the group X, the invitation request contain-
ing the parameter “no-expl” and having as its target address a
URI of the group X, and, furthermore, a participant indication
comprising, for example, URIs for each intended participant
or reference(s) to URI-list(s) of one or more intended partici-
pant(s), so that the participants can be invited to the group
communication by the server. The invitation request may be a
SIP INVITE with the participant indication, in an existing or
new header, or in the message body, for example.

A further embodiment is to utilize the solution of the
embodiments of FIGS. 2 to 5 with a pre-established session or
with a pre-arranged session established between the user
terminal and the server without the no-expl parameter.

FIGS. 6 to 9 illustrate different embodiments of a server
hosting a group, or more precisely, different embodiments of
a pre-arranged host in a server. However, for the sake of
clarity, the term “server” is used below. The embodiments are
illustrated in FIGS. 6, 7 and 8 using a pre-arranged session
that contains two different sub-phases: establishing a session
with a server and inviting the participants.

Referring to FIG. 6, a server receives, in step 601, an
invitation request relating to a group X it is hosting, said
invitation request indicating that a first member wishes to join
the group X. The invitation request may be a SIP INVITE
request, for example. In response to the invitation request, the
server checks, in step 602, whether or not the invitation
request contains a “no-expl” parameter. If there is no “no-
expl” parameter, the server continues, in step 603, according
to the prior art, i.e. a session is formed and all group members
are invited. If the session to be established is a pre-arranged
session, all group members are invited.

If the invitation request contains a “no-expl” parameter
(step 602), the server recognizes that this invitation request is
for a pre-arranged session for group communication to which
a specifically defined group of participants, for example, only
some of the group members, is to be invited. Therefore, in step
604, the server only obtains group definitions of the group X,
negotiates some media parameters, carries out originating
access control, and starts to act as a focus for the group
communication. Group communication now exists between
the server and the user terminal which sent the invitation
request.
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The above can be called a first phase. In a second phase, the
server receives a participant indication comprising, for
example, a URI(s) and/or URI-list(s) and/or reference(s) to
URI-list(s) for the group communication. The participant
indication may be received in a SIP REFER message, for
example. In the embodiment of FIG. 6, in response to receiv-
ing the participant indication (step 605), the server, in step
606, obtains a participant’s URI from the participant indica-
tion and checks, in step 607, whether or not the participant is
a group member. If the participant is a group member, the
server sends, in step 608, an invitation to the participant. The
invitation may be a SIP INVITE, for example. Then the server
checks, in step 609, whether or not all participants in partici-
pant indication are invited. If not, the server proceeds to step
606 to obtain a participant’s URI from the participant indica-
tion, and continues therefrom.

If the participant is not a group member (step 607), the
server ignores the participant, and continues from step 609 by
checking whether or not all participants in the participant
indication are invited.

After all participants in the participant indication have been
invited, or ignored (step 609), the server has not invited group
members who were not included in the participant indication,
and they remain uninvited (step 610), unless a new participant
indication is received. Depending on the implementation, the
server may, in step 610, send an error message indicating to
the inviting group member such participant(s) in the URI-list,
that were not group members.

In another embodiment, the server first checks whether or
not all participants are group members, and if they are, sends
the invitations, but if one or more of the participants is not a
group member, the server does not invite any participant but
sends an error message to the inviting group member.

In one embodiment, the server sends the invitations to all
indicated participants, but if one or more of the participants is
not a group member, the server may send an error message to
the inviting group member.

In one embodiment, the server sends the invitations to all
indicated participants without checking whether or not a par-
ticipant is a group member, i.e. skips step 607 and moves from
step 606 to step 608 directly.

Referring to FIG. 7, the embodiment illustrated differs
from the embodiment illustrated in FIG. 6 in the way in which
the group of specifically defined participants are invited.
Therefore steps 701, 702, and 703 are similar to steps 601,
602 and 603, and are thus not repeated here in vain. In the
embodiment, if the invitation request contained the “no-expl”
parameter (step 702), the server recognizes that this invitation
request is for a pre-arranged session for group communica-
tion in which a specifically defined group of participants is to
be invited and that the invitations to the group communication
will be sent by the group member who sent the invitation
request, i.e. the server does not need to perform any invitation.
Therefore, in step 704, the server only obtains group defini-
tions of the group X, negotiates some media parameters,
carries out originating access control and starts to act as a
focus for the group communication. Group communication
now exists between the server and the user terminal which
sent the invitation request. In other words, when the negotia-
tion is over, the server continues as if it had invited the group
members, although no invitations were sent by the server.

When receiving joining requests (step 705) from partici-
pant(s) the server may check (step 706) whether or not a
request is received from a member of the group X before it
accepts (step 708) the request. The server may be arranged to
accept the joining request only if the request is received from
a group member and send (step 707) an error message indi-
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cating to the inviting group member participant(s) that were
not group members. Alternatively, the server may acceptjoin-
ing requests also from participants that are not members of the
group X.

Referring to FIG. 8, the embodiment illustrated differs
from the embodiment illustrated in FIG. 6 in the way in which
the specifically defined participants are invited. Therefore
steps 801, 802, 803 and 804 are similar to steps 601, 602, 603
and 604, and are thus not repeated here in vain.

After the pre-arranged session exists, the server receives, in
step 805, a participant indication comprising, for example,
URI(s) and/or URI-list(s) and/or reference(s) to URI-list(s)
for the group communication. The participant indication may
be received in a SIP REFER message, for example. In the
embodiment of FIG. 8, in response to receiving the partici-
pant indication (step 805), the server picks one of the URIs
and checks, in step 806, whether or not the participant is a
group member, i.e. does the URI belong to a group member.
If the participant is a group member, the server sends, in step
807, an invitation to the participant and returns to step 805 to
process the next URI in the participant indication. The invi-
tation may be a SIP INVITE, for example. If the participant is
not a group member (step 806), the server sends, in step 808,
an error message to the inviting group member. In another
embodiment, the server may accept invitations also to partici-
pants that are not members of the group X.

FIG. 9 illustrates an embodiment in which a session is
established and participants invited in one phase. A server
receives, in step 901, an invitation request relating to a group
X itishosting. The invitation has as its target address a URI of
the group X and, furthermore, a participant indication, for
example in the form of URI(s) and/or URI-list(s) and/or ref-
erence(s) to URI-list(s) comprising URIs for each intended
participant. The invitation request may be a SIP INVITE, for
example. In response to the invitation request, the server
checks, in step 902, whether or not the invitation request
contains a “no-expl” parameter. If there is no “no-expl”
parameter, the server continues, in step 903, according to
system definitions relating to an invitation request having a
URI-list. For example, the server may ignore the URI-list,
form a session and invite all group members.

If the invitation request contained a “no-expl” parameter
(step 902), the server recognizes that this invitation request is
for group communication in which a specifically defined
group of participants is to be invited. In the embodiment of
FIG. 9, this specifically defined group comprises only some
of the group members of the pre-arranged group, and there-
fore the server obtains, in step 904, group definitions of the
group X, negotiates some media parameters, carries out origi-
nating access control and starts to act as a focus for the group
communication.

Preferably at the same time, the server starts to invite the
participants. Therefore, in step 905, the server obtains a par-
ticipant’s URI from the participant indication and checks, in
step 906, whether or not the participant is a group member. If
the participant is a group member, the server sends, in step
907, an invitation to the participant. The invitation may be a
SIP INVITE, for example. Then the server checks, in step
908, whether or not all participants in the participant indica-
tion are invited. If not, the server proceeds to step 905 to
obtain a participant’s URI from the participant indication and
continues therefrom. In the embodiment of FIG. 9, if the
participant is not a group member (step 906), the server
ignores the participant, and continues from step 908 by
checking whether or not all participants in the URI-list are
invited.
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After all participants in the participant indication have been
invited, orignored, (step 908), the server has not invited group
members who were not in participant indication, and they
remain uninvited (step 909), unless a new participant indica-
tion is received. Depending on the implementation, the server
may, in step 909, send an error message indicating to the
inviting group member participant(s) in the participant indi-
cation, that were not group members.

In another embodiment, the server first checks whether or
not all participants are group members, and if they are, sends
the invitations, but if one or more of the participants is not a
group member, the server does not invite any participant but
sends an error message to the inviting group member.

In another embodiment, the server sends the invitations to
the participants, regardless of whether or not they are group
members, but if one or more of the participants is not a group
member, the server may send an error message to the inviting
group member.

In one embodiment, the server sends the invitations to all
indicated participants without checking whether or not a par-
ticipant is a group member, i.e. skips step 906 and moves from
step 905 to step 907 directly.

Although the embodiments have been described above
assuming that the participant indication indicates participants
who are invited, it is obvious to one skilled in the art that the
embodiments may be implemented such that the URI-list
indicates those group members who are not intended partici-
pants, i.e. invitations are sent to group members whose URI is
not in the participant indication. FIG. 10 illustrates such an
embodiment.

FIG. 10 starts when a user of a user terminal wishes to have
group communication with a specifically defined group using
the characteristics of a pre-arranged group X. In the embodi-
ment of FIG. 10 the specifically defined group corresponds to
a subgroup formed by members of the pre-arranged group X
not mentioned in a participant indication. Thus, the user of the
user terminal selects those members who do not belong to the
subgroup, and the terminal forms, in step 1001, a participant
indication comprising, for example, URI(s) and/or URI-
list(s) and/or reference(s) to URI-list(s) on the basis of the
selection. Then the user terminal sends an invitation request
1002 to join the group X to a server hosting the group X, the
invitation request 1002 containing the parameter “no-expl”,
participant indication of members who are not to be invited,
and having as its target address a URI of the group X. The
invitation request 1002 may be a SIP INVITE message.

In response to receiving the invitation request 1002, the
server obtains, in step 1003, group definitions of the group X,
negotiates some media parameters, carries out originating
access control and starts to act as a focus for the group com-
munication.

Preferably at the same time, the server compares, in step
1004, the participant indication with the group member list. If
a group member’s URI is not included in the participant
indication, the server sends an invitation to a participant (not
shown in FIG. 10) but if the group member’s URI is included
in the participant indication, the server does not invite the
group member in question.

The steps, signaling messages and related functions
described above in FIGS. 2 to 10 are in no absolute chrono-
logical order, and some of the steps may be performed simul-
taneously or in an order differing from the given one. Other
functions can also be executed between the steps or within the
steps. Some of the steps or part of the steps can also be left out
or replaced by a corresponding step or part of the step. The
server operations illustrate a procedure that may be imple-
mented in one or more physical or logical entities. The sig-
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naling messages are only exemplary and may even comprise
several separate messages for transmitting the same informa-
tion. In addition, the messages may also contain other infor-
mation. For example, when another type of group communi-
cation is used, or another type of protocol is used, the
invitation request is a request according to the type of the
group communication or the protocol, such as a message
request in messaging.

It will be obvious to a person skilled in the art that as
technology advances, the inventive concept can be imple-
mented in various ways. The invention and its embodiments
are not limited to the examples described above but may vary
within the scope of the claims.

The invention claimed is:

1. A method comprising:

receiving, in a first message, a request to establish group

communication by a server via the uniform resource
identifier associated with a pre-arranged group, the
request relating to the pre-arranged group;

determining whether the request includes a parameter indi-

cating that the group communication is intended for a
sub-group of the pre-arranged group, wherein the sub-
group comprises less than all of the predefined plurality
of members; and

in response to determining that the request includes the

parameter, establishing a pre-arranged session for the
group communication related to the pre-arranged group
and waiting for a second message comprising informa-
tion on members of the intended sub-group.

2. A method as claimed in claim 1, wherein the originator
of the received request is not a participant of the group com-
munication.

3. A method as claimed in claim 1, the method further
comprising

receiving a list indicating one or more specifically defined

participants; and

inviting the one or more specifically defined participants

indicated in the list in response to receiving the list.

4. A method as claimed in claim 1, the method further
comprising:

receiving a participant indication indicating one or more

specifically defined participants; and

inviting the one or more specifically defined participants in

response to receiving the participant indication.

5. A method as claimed in claim 1, the method further
comprising

receiving a participant indication indicating one or more

specifically defined participants;

checking whether or not the specifically defined partici-

pants are members of the pre-arranged group; and
inviting the specifically defined participants that are mem-
bers of the pre-arranged group.

6. A method as claimed in claim 1, the method further
comprising

receiving a participant indication indicating one or more

specifically defined participants;
checking whether or not the specifically defined partici-
pants are members of the pre-arranged group; and

inviting the specifically defined participants in response to
all of the specifically defined participants being mem-
bers of the pre-arranged group.

7. A system comprising:

auser terminal supporting group communication and being

configured to trigger group communication relating to a
pre-arranged group by sending, in a first message, a
request to establish a group communication to a server
hosting the pre-arranged group, wherein the pre-ar-
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ranged group comprises a predefined plurality of mem-
bers and is associated with a predefined uniform
resource identifier, and wherein the user terminal is fur-
ther configured to add to the request a parameter indi-
cating that the group communication is intended for a
sub-group of the pre-arranged group, wherein the sub-
group comprises less than all of the predefined plurality
of members; and

a server providing pre-arranged group services via the uni-

form resource identifier and being configured to receive
the first message, determine whether the request
includes the parameter, and in response to determining
that the request includes the parameter, establish a pre-
arranged session for the group communication related to
the pre-arranged group and waiting for a second mes-
sage comprising information on members of the
intended sub-group.

8. A system as claimed in claim 7, wherein

the user terminal is not a participant of the group commu-

nication.

9. A system as claimed in claim 7, wherein the user termi-
nal is further configured to send invitations to a group of
specifically defined participants while establishing the pre-
arranged session.

10. A system as claimed in claim 7, wherein the user
terminal is further configured to send invitations to a group of
specifically defined participants after the pre-arranged ses-
sion has been established.

11. A system as claimed in claim 7, wherein the user
terminal is further configured to send to the server a list
indicating a group of specifically defined participants, and the
server is further configured to invite the specifically defined
participants in response to receiving the list.

12. A system as claimed in claim 7, wherein the user
terminal is further configured to send to the server an indica-
tion of a participant, and the server is further configured to
invite the participant in response to receiving the indication.

13. An apparatus comprising:

an operation processor enabling the apparatus to commu-

nicate with a group communication service having pre-
arranged groups, the operation processor being further
configured to cause the apparatus to:

form a first message comprising a request to establish

group communication to a server hosting a pre-arranged
group, wherein the pre-arranged group comprises a pre-
defined plurality of members and is associated with a
predefined uniform resource identifier;

add to the request a parameter indicating that the group

communication is intended for a sub-group of the pre-
arranged group, wherein the sub-group comprises less
than all of the predefined plurality of members, and
wherein the parameter indicates to the server that infor-
mation on members of the intended sub-group will be
included in a second message; and

trigger, via the uniform resource identifier, sending a sec-

ond message for inviting at most the sub-group of mem-
bers to the group communication.

14. An apparatus as claimed in claim 13, wherein the opera-
tion processor further causes the apparatus to invite specifi-
cally defined participants after the group communication is
established.

15. An apparatus as claimed in claim 13, wherein the opera-
tion processor further causes the apparatus to invite specifi-
cally defined participants by sending, the group communica-
tion is established, to the server a second message comprising
a list indicating a group of specifically defined participants.
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16. An apparatus as claimed in claim 13, wherein the opera-
tion processor further causes the apparatus to invite specifi-
cally defined participants by sending invitations to the par-
ticipants after the request has been sent to the server.

17. An apparatus as claimed in claim 13, wherein the opera-
tion processor further causes the apparatus to invite specifi-
cally defined participants by sending an invitation to the
server, the invitation containing an indication of one or more
specifically defined participants.

18. An apparatus comprising:

receiving means for receiving a first message comprising a
request to establish group communication by a server,
the request comprising a uniform resource identifier
associated with a pre-arranged group;

inviting means for triggering a process of inviting all the
members of the pre-arranged group in response to
receiving the request to establish group communication
from an inviting member;

means for detecting a parameter in the request, the param-
eter indicating that the group communication is intended
for a sub-group of the pre-arranged group, wherein the
sub-group comprises less than all of the predefined plu-
rality of members; and

means for inactivating the inviting means in response to
detecting the parameter, wherein inactivating the invit-
ing means comprises waiting for a second message com-
prising information on members of the intended sub-
group.

19. An apparatus as claimed in claim 18, wherein the appa-
ratus is further configured to receive from the inviting mem-
ber a second message comprising an indication of specifically
defined participants, and the inviting means are configured to
invite the specifically defined participants in response to the
server receiving the indication.

20. An apparatus as claimed in claim 18, wherein the appa-
ratus is further configured to receive from the inviting mem-
ber an indication of group members to whom the group com-
munication is not intended, and the inviting means are
configured to invite all other members of the group but not the
indicated members in response to the server receiving the
indication.

21. A method comprising:

forming a first message comprising a request to establish
group communication by a user terminal, the request
relating to a pre-arranged group, wherein the pre-ar-
ranged group comprises a predefined plurality of mem-
bers and is associated with a predefined uniform
resource identifier;

adding, by the user terminal, to said request a parameter
indicating that the group communication is intended for
a sub-group of the pre-arranged group, wherein the sub-
group comprises less than all of the predefined plurality
of members, and wherein the parameter indicates to a
server that information on members of the intended sub-
group will be included in a second message; and

sending, by the user terminal, the second message, wherein
the second message triggers the server to invite only the
intended sub-group of members to the group communi-
cation.

22. An apparatus comprising:

a user interface for receiving instructions from a user;

a memory configured to maintain information relating to at
least one pre-arranged group, wherein the pre-arranged
group comprises a predefined plurality of members and
is associated with a predefined uniform resource identi-
fier;
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an operation processor capable of accessing the memory
for storing and obtaining information and configured to
be responsive to the user interface by causing the appa-
ratus to perform:

creating a request to establish group communication with
members of a pre-arranged group;

adding to the request a parameter indicating that the group
communication is intended for a sub-group of the pre-
arranged group, wherein the sub-group comprises less
than all of the predefined plurality of members; and

sending, via a first message, the request to a server hosting
the pre-arranged group,

wherein the parameter indicates to the server that informa-
tion on members of the intended sub-group will be
included in a second message.

23. An apparatus as claimed in claim 22, wherein the opera-
tion processor is further configured to cause the apparatus to
send the second message comprising a list indicating at least
one specifically defined participant.

24. An apparatus as claimed in claim 22, wherein the opera-
tion processor is further configured to cause the apparatus to:

create, after the request, a list indicating at least one spe-
cifically defined participant to be invited to the group
communication; and

send the list to the server hosting the pre-arranged group.

25. An apparatus claimed in claim 22, wherein the opera-
tion processor is further configured to cause the apparatus to:

create an invitation indicating one or more specifically
defined participants to be invited to the group commu-
nication; and

send the invitation, after the group communication is estab-
lished, to the server hosting the pre-arranged group.

26. An apparatus as claimed in claim 22, wherein the opera-
tion processor is further configured to cause the apparatus to:

create at least one invitation indicating a specifically
defined participant; and

send the invitation to the specifically defined participant
after the request has been sent to the server.

27. An apparatus comprising:

a memory configured to maintain information relating to a
pre-arranged group, wherein the pre-arranged group
comprises a predefined plurality of members and is asso-
ciated with a predefined uniform resource identifier;

an operation processor capable of accessing the memory
for storing and obtaining information and configured,
with the memory, to cause the apparatus to:

receive, in a first message, a request to establish group
communication with members of the pre-arranged
group via the uniform resource identifier;

determine whether a parameter is included in the request,
the parameter indicating that the group communication
is intended for a sub-group of the pre-arranged group;
and

in response to determining that the request includes the
parameter, establishing a pre-arranged session for the
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group communication related to the pre-arranged group
and waiting for a second message comprising informa-
tion on members of the intended sub-group.
28. An apparatus as claimed in claim 27, wherein the opera-
tion processor is further configured to cause the apparatus to:
receive, in the second message, an indication of at least one
specifically defined participant for the group communi-
cation,
create at least one invitation in response to the indication,
and
send the at least one invitation to the specifically defined
participant the invitation relates to.
29. An apparatus as claimed in claim 28, wherein the opera-
tion processor is further configured to cause the apparatus to:
check whether or not the at least one specifically defined
participant is a member of the pre-arranged group,
in response to the at least one specifically defined partici-
pant not being a member, create an error message, and
send the error message to a sender of the indication.
30. An apparatus as claimed in claim 27, wherein the opera-
tion processor is further configured to cause the apparatus to:
receive an indication of at least one specifically defined
participant in the group communication,
check whether or not the at least one specifically defined
participant is a member of the pre-arranged group,
in response to the at least one specifically defined partici-
pant not being a member, create an error message,
in response to the at least one specifically defined partici-
pant being a member, to create at least one invitation in
response to the indication,
send the at least one invitation to the specifically defined
participant the invitation relates to, and
send the error message to a sender of the indication.
31. Anapparatus as claimed in claim 27, wherein the opera-
tion processor is further configured to cause the apparatus to:
receive a list indicating at least one specifically defined
participant in the group communication,
check whether or not all of the specifically defined partici-
pants in the list are members of the pre-arranged group,
in response to at least one specifically defined participant
not being a member, to create an error message,
in response to all of the specifically defined participants
being members to create at least one invitation,
send the at least one invitation to the specifically defined
participant the invitation relates to, and
send the error message to a sender of the list.
32. An apparatus as claimed in claim 27, wherein the opera-
tion processor is further configured to cause the apparatus to:
receive an indication of group members to whom the group
communication is not intended,
create at least one invitation to invite all except the indi-
cated members of the group, and
send the at least one invitation to the member the invitation
relates to.



